TRANSFER FILMS @

STAHLS'

EUROPE - AFRICA « MID EAST

- |

SA150 CAD-CUT® SportsFilm

100% Polyurethane
Roll Length: 25m x Roll Width: 0,5m

Stahls

APPLE GREEN 41(CA-P3660] |AQUAGOCAUPIGSTCININ] BEIGE 004 (CA. P.4665C)

GREY 70 CA P 750)

LEMON 100(cA. P.7405¢) [ LIGHT BLUE 320 CAP.296C] LGHT ORANGE 15 CA.P. k)
LTI NEON YELLOW 101 PASTELBLUE321 (CA. P.538C) | PASTEL GREEN 420(CA. P.386C)  PASTEL MINT370(CA. P.317C)

PASTEL PINK 255 (CA. P, 2036C) PASTELVELLOW 105(CA.P.602C) ~PEACHO06(CA.P.712¢)  |"PINK252(CA.P507C) PISTACHIO GREEN 425 CA.P5777 ) ROSE PINK 256 (CA. P.634 )

SAGE GREEN 423 (CA.P.T537C) | SAHARA YELLOW 104(CA.P.1407 ) SUNFLOWER YELLOW 105 CA.P.137C)

YELLOW 110 (CA. P.012C)

Polyurethane (PU) flex film with adhesive backing, therefore ideal for small and fine details | This film is printable in 5 seconds and the carrier is hot peelable | High opacity and slightly glossy finish
| Easy cutting and weeding | Suitable for multicolour proofs |Temperature: 130°C/150°C, Time: 10 sec. / 5 sec., Pressure: medium, (#4-6 for Hotronix®), Peel: hot | Recommended fabrics: 100% cotton,
100% polyester (Test before application), polyester-cotton blends | Multi-colour designs: Apply background for 3-5 sec. peel carrier cold, repeat process for each additional colour, apply last colour
for 13-15 sec., remove carrier hot | You should always test cut prior to any production run, cutter settings will need to be adjusted as the blade ages | For optimal cutting and weeding, maintain a
line thickness of at least 1 mm for lettering and logos | Washable up to 60°C | Do not use fabric softeners or bleach | Suitable for drying with gentle adjustment | Can be directly ironed | Store in
cool, dry area; avoid direct heat and sunlight

More articles are available online.




