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GLITTER BEACH BLUE 962 GLITTER BLACK 928 GLITTER BLACK GOLD 947 GLITTER BLACK SILVER 949 GLITTER BLUE 922 GLITTER BROWN 926 GLITTER BURGUNDY 958 GLITTER CHERRY 952 GLITTER COLUMBIA BLUE 930
GLITTER CONFETTI 948 GLITTER CORONADO GOLD 968 GLITTER CURRANT 979 GLITTER DARK GREEN 933 GLITTER DOWN UNDER 971 GLITTER EGGPLANT 954 GLITTER FLORIDA ORANGE 975 GLITTER GOLD 920 GLITTER GREEN 925
GLITTER HEMATITE 973 GLITTER HOLO BLACK 956 GLITTER HOLO GOLD 935 GLITTER HOLO PINK 996 GLITTER HOLO SILVER 951 GLITTER HOLO WHITE 955 GLITTER HOT PINK 943 GLITTER KELLY GREEN 932 GLITTER LAVENDER 946
GLITTER LIGHT BLUE 950 GLITTER LIGHT BROWN 978 GLITTER LIGHT GREEN 953 GLITTER LIGHT ROSÉ GOLD 960 GLITTER MEDIUM PINK 966 GLITTER MULTI 929 GLITTER NAVY 944 GLITTER NEON BLUE 938 GLITTER NEON GREEN 937
GLITTER NEON ORANGE 939 GLITTER NEON PINK 941 GLITTER NEON PURPLE 940 GLITTER NEON YELLOW 936 GLITTER NEW COPPER GLITTER NIGHT FALL 972 GLITTER OLD GOLD 945 GLITTER ORANGE 931 GLITTER ORCHID 970
GLITTER PALACE 967 GLITTER PALE YELLOW 961 GLITTER PERSIMMON 976 GLITTER PINK 927 GLITTER PURPLE 924 GLITTER RAINBOW CORAL 964 GLITTER RAINBOW PLUM 965 GLITTER RED 923 GLITTER ROSE GOLD 957
GLITTER ROYAL BLUE 942 GLITTER SILVER 921 GLITTER TEAK 974 GLITTER VAN GOGH 969 GLITTER VINTAGE GOLD 963 GLITTER WATERMELON 959 GLITTER WHITE 934

TRANSFER FILMS

More articles are available online.

SA200	 CAD-CUT® Glitter
100% Polyurethane
Roll Length: 25m x Roll Width: 0,5m
� Stahls

Durable, washable glitter foil, easy to weed due to the adhesive backing | Temperature: 150°C, Time: 10 sec., Pressure: medium, (#4–6 on Hotronix®), Peel: hot | 
Recommended fabrics: 100% cotton, 100% polyester (Test before application), polyester-cotton blends | Multi-Colour-Designs: is not recommended for multi-layer 
applications | You should always test cut prior to any production run, cutter settings will need to be adjusted as the blade ages | For optimal cutting and weeding, 
maintain a line thickness of at least 2.5 mm for lettering and logos | Washable up to 40°C | Do not use fabric softeners or bleach | Suitable for drying with gentle 
adjustment | Washing and ironing inside out | Store in cool, dry area; avoid direct heat and sunlight


